Diagram of the Process to Analyze Greenhouse Gas (GHG) Emissions as part of discretionary development projects in Napa County:
Step One: Napa County receives a request for development that requires discretionary review.

Step Two: Planner compares the project to the operational GHG screening size
.  
If it’s below the screening criteria:


If it’s above the screening criteria:

Step Three (If required): Planner compares the project’s operational GHG emissions to the threshold of 1,100 MT of CO2e/yr
  


If it’s below the significance threshold:


If it’s above the significance threshold


Applicant selects the BMPs they wish to implement as part of their project.





Staff uses BMPs as required mitigation measures to bring the project below the significance threshold.  (The applicant may also select additional BMPs.)








Staff models the project with CalEEmod and quantifies the project’s operational related GHG emissions.








Applicant selects the BMPs they wish to implement as part of their project.








� Operational-Related Criteria Air Pollutant and Precursor Screening Level Sizes, Table 3-1. Bay Area Air Quality Management District Air Quality Guidelines (May 2012).  Screening criteria are only available for certain types of projects.  Where screening criteria do not exist, staff must quantify project GHG emissions.


� Thresholds of Significance Table 2-1.Bay Area Air Quality Management District Air Quality Guidelines (May 2012).  These thresholds of significance are not relevant to vineyard projects.
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